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Di scl ai ner

The information contained in this document is the p roprietary
information of Telit Communications S.p.A. and its affiliates (“TELIT").
The contents are confidential and any disclosure to persons other than
the officers, employees, agents or subcontractors o f the owner or
licensee of this document, without the prior writte n consent of Telit,

is strictly prohibited.

Telit makes every effort to ensure the quality of t he information it
makes available. Notwithstanding the foregoing, Tel it does not make any
warranty as to the information contained herein, an d does not accept
any liability for any injury, loss or damage of any kind incurred by

use of or reliance upon the information.

Telit disclaims any and all responsibility for the application of the
devices characterized in this document, and notes t hat the application
of the device must comply with the safety standards of the applicable
country, and where applicable, with the relevant wi ring rules.

Telit reserves the right to make modifications, add itions and deletions
to this document due to typographical errors, inacc urate information,
or improvements to programs and/or equipment at any time and without
notice. Such changes will, nevertheless be incorpor ated into new

editions of this application note.

Copyright: Transmittal, reproduction, dissemination and/or editing of

this document as well as utilization of its content s and communication
thereof to others without express authorization are prohibited.
Offenders will be held liable for payment of damage s. All rights are
reserved.

Copyright © Telit Communications SpA 2010.

S.p.A.-written authorization - All Rights
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Appl i cabl e Products

Pr oduct
UC864-E
UC864-E-DUAL
UC864-E-AUTO
uC864-G
UC864-K
uC864-WD
UC864-WDU
CC864-DUAL

CC864-SINGLE
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Introduction
Scope

This user guide serves the following purpose:

* Provides details about the TELIT MODULES architectu re.

» Describes how to compile, include in a kernel image and use
a TELIT MODULE Windows CE 5.0 USB driver for a head less
system.

Audi ence
This User Guide is intended for software developers who develop
applications using one of the UC864 or CC864 Telit modem.

Contact I nformation, Support

For general contact, technical support, to report d ocumentation
errors and to order manuals, contact Telit 's Technical Support
Center (TTSC) at:

TS-EMEA@telit.com
TS-NORTHAMERICA@telit.com
TS-LATINAMERICA@telit.com
TS-APAC@telit.com

Alternatively, use:
http://www.telit.com/en/products/technical-support-
center/contact.php

For detailed information about where you can buy th e Telit
modules or for recommendations on accessories and ¢ omponents
visit:

http://www.telit.com

To register for product news and announcements or f or product
guestions contact Telit Technical Support Center (T TSC).

Our aim is to make this guide as helpful as possibl e. Keep us
informed of your comments and suggestions for impro vements.

Telit appreciates feedback from the users of our in formation.

page 6 of 26



Telit

CCB864/ UC864 W ndows CE 5 Software User Quide
1vv0300856 rev. 2 —2011-02-24

1. 4. Product Overvi ew
UC864 modules contains a fully featured HSDPA modem and
UMTS/GSM/GPRS module, compatible with the other Tel it GSM/GPRS
modules.
CC864 modules contains a fully features CDMA modem compatible with

the other Telit GSM/GPRS modules.

1.5. Docunent Organi zati on

This manual contains the following chapters:

- “Chapter 1, Introduction” provides a scope for this manual,
target audience, technical contact information, and text
conventions.

- “Chapter 2, System setup” describes how to add the Telit
CC864/UC864 USB driver in a Windows CE 5.0 image.

- “Chapter 3, Device Driver” describes how to use the Telit
CC864/UC864 USB driver for interacting with the cho sen modem.

1. 6. Text Conventions
This section lists the paragraph and font styles us ed for the
various types of information presented in this user guide.

@ Danger — This information MJST be followed or catastrophic equi pnent
failure or bodily injury may occur.

Caution or Warning - Alerts the wuser to inportant points about
integrating the nodule, if these points are not followed, the nodule
and end user equipnent may fail or mal function.

G] Tip or Information — Provides advice and suggestions that may be useful
when integrating the nodul e.

For mat Cont ent

Arial monospaced Windows CE shell commands at command prompt, filesy stem

paths, source code examples and menu items

All dates are in ISO 8601 format, i.e. YYYY-MM-DD.

1.7. Docunent history

S.p.A.;written authorization - Al Rights Reserved
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Revi si on Date Changes

ISSUE #0 2009-10-08 First Release

ISSUE #1  2010-07-19 Updated applicability table
ISSUE #2  2011-02-24 Update User bin guide

S.p.A.;written authorization - All Rights Reserved
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2. System setup
In this chapter it is described the general archite cture of a
Windows CE system with attached an CC864/UC864 Teli t module, the
requirements needed for using the CC864/UC864 Telit module and
how to integrate the CC864/UC864 device driver in a Windows CE
image. The following table shows the reference plat forms which

this guide has been tested for:

Devi ce Operating System
AT92SAM9260 Windows CE 5.0

v e

Reproduction forbidden without Telit Communications S.p.A.;written authorization - All Rights Reserved
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2. 1. General Overvi ew

In the following image it is shown a diagram of USB
software/hardware interaction in a Windows CE syste m with a
CC864/UC864 module attached:

/ User Application

COM[opt]  COM7 = COMS | COM9
USB UCA4 Devioe Derver |

USB Host Controller |

USB Y

Telit Modem |

From the bottom of the stack:

= TELIT MODULE: Telit modem connected through an USB port.
= USB: serial bus for interfacing devices to a host ¢ omputer.
= USB Host Controller: a combination of hardware and software

that is responsible for the following actions:

« Detecting the insertion and removal of USB devices

* Managing flow control between the host and USB
devices

* Managing data flow between the host and USB devices
‘:’:—:

A ¥
< €
A ALt

- ‘ h i
¢ . JL ——
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¢ Collecting status
« Providing power to attached USB devices

= USB TELIT MODULE Device Driver: piece of software t hat
allows the TELIT MODULE to be seen by the user appl ication
as connected through serial ports rather than USB p ort.

= Virtual serial ports (COM6, COM7, COM8 and COM9): s erial
ports created by the TELIT MODULE device driver for
accessing the modem; they can be used as real physi cal
serial ports.

UC864-E, UC864-E-AUTO, UC864-K, UC864-WD, UC864-WDU , CC864-K:
= COMT: Telit HSDPA modem port, used for normal
modem/application interaction (e.g. AT commands sen ding,
data connection...).
= COMS: Telit Diagnostics, used for firmware update.
=  COMBQ: Telit Auxiliary, used for debugging purposes.

UC864-G, CC864-DUAL:
= COMG6: Telit HSDPA modem port, used for normal
modem/application interaction (e.g. AT commands sen ding,
data connection...).
= COMT7: Telit Diagnostics, used for firmware update.
= COMS: Telit NMEA, used for firmware update.
= COMB9: Telit Auxiliary, used for debugging purposes.

= User Application: piece of software written by the customer
that uses TELIT MODULE features through virtual ser ial
ports.

: B L
Reproduction forbidden without Telit Communications
page 11 of 26
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Pre-requirenents

For correctly building a Windows CE 5.0 image with
MODULE USB driver on a headless system the followin
requirements need to be satisfied:

= Microsoft Platform Builder for CE 5.0.
= An OS design with the USB host controller supported
= Knowledge of Windows CE OS image and subproject cre

Please note that there are different ways for enabl
host controller and they depend on the considered h
our test platform the USB host controller can be en
the initial image creation wizard (in the Core OS S
as the following image suggests:

s}/
J
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New Platform Wizard - Step 7 @

®

Core 05 Services

[tems;

attery Diriver I1SE Host Support

R

[ ] Display Support

[ Seral Port Support

[ | Parallel Port Support

[ ] Intermet &ppliance |ABASE] Suppart
[ ] Matification LED S upport

[ ] PNP Motifications

[ >

Host Support
# || Debugging Tools
#-[ | Maotification [Choose 1) |
# || Power Management [Choose 1)

[ Device Manaager 3.4

'?. | } E stimated zize of theze items: 537 KB

@1 < Back ][ Mext = ] [ Finizh l [ Cancel

or it can be added using the catalog as the followi ng image
suggests:

S.p.A.;written authorization - All Rights Reserved
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=l
= ﬂ Catalog
#-7 BSPs
M- Core 05
- Device Drivers
-1 Platform Manager
= a Third Party
=29 BSPs
= & ATISAMIZE0EK._BIM
g ATI154MI260 zupport
; a Boot from SPI DataFlazh
= =3 Device Drivers
: Audio Driver
Ethermet Driver
[2C [T1] Driver
ﬂ |2C EEPROM Driver
@ Serial Driver
g SPI Driver
=1 USE Function
=3 USE Host
0 [DsE Faat]
Eﬁ Ethernet Bootloader [eboaot] [Required]
- Saved registy
-] Storage Drivers
Please note again that this step could be different for your

platform.

Reproductlon forbldden Wlthout Telit Communications S.p. A ertten authorization - AII Rights Reserved
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2. 3. Addi ng CC864/UC864 TELIT MODULE support in
the OS image - Using the binary

For adding CC864/UC864 TELIT MODULE support in the OS image,
having the binary CDCDx i ver . dl |, follow these steps:
= Inthe Paraneter Vi ew, under the folder Project Specific
Fi | es open the file pr oj ect . bi b. Under the Mbodul es section

add the following line:

CDCDriver.dl11
$ (_PROJECTROOT) \ [path_where_the_d11_1is]\CDCDriver.d11
NK

paying attention to change the path to the correct one (the
place where the dll can be found).

ithout Telit Communications S.p.A.;written authorization - All Rights Reserved
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g wHE |4 = TR D | %

|ATH1SAM3ZE0EK_BIN_Release S| s R |« .1 || CE Device ¥ 25 2a %
lx = =
Copyright (c) Microsoft Corporation. &1l rights reserved. Al —
= B8 RILTest parameters = J;] Catelog
=23 CAWINCES00 ; w1 B3Py
= £ ATHISAMIZEOEK_BIN . Use of this source code is subject to the terms of the Microsoft snd-user I Core 3
" 2 3 Hardnme Spesiic Fi license agrsement (EULA) under which you licenssd this SOFTWARE PRODUCT 3 Devies Diivers
S el A Pl T If vou did not accept the terms of the EULA, you are not authorized to use Platform M
=1+ Project Specific Files ; this source code. For a copy of the EULA, please ses the LICENSE RTF on your @& Platform Manager
install media (1 [Third Farty
HODULES
Hame Bath Hemory Type
Bl project.isg
+ (1 Common Files CDCDriver.dll ${_PROJECTROOT )~oak>usbDriver~CDCDriver . dll HE
FILES
Hame Fath Hemory Type
= ~
[ 05De... | (gh Param...| ®4 Class.. | (5] Fileview| I | 5
=|[BUILD:; [00.0000000093:PROGC ] C/Cpp/CEx 5 ] a ~
_|BUILD 00:0000000094:PROGC ] Assembler 1] a 1] =
EUILD: [00:0000000095 PROGC ] Static Libraries i i i
EUILD. [00 0000000096 PROGC ] Dll's 2 i i
EUILD, [00.0000000097 PROGC ] Exe's 0 o i
BUILD: [00.0000000098:FROGC ] Resx 0 i 0
BUILD 00:0000000099 :PROGC ] Csharp Targets 1] a 1]
BUILD 00:0000000100:PROGC ] Other o 7 o
EUILD: [00-0000000101:PROGC ]
EUILD; [00.0000000102 FROGC ] Total 7 7 0
EUILD, [00.0000000103 FROGC ]
BUILD 000000000104 :PROGC ] 7 Warnings, 0 Errors
Euild for Windows CE (Relsase] (Built on Apr 22 2004 10:38:01)
File names: Build.log Build.wrn Build. err Build dat
RILTest — 0 srror(s). 7 warning(s)
v
[ [ % I\ Build ¢ Dekug %, Log 5 FindinFies1 5 Findin Files 2 < >
Press F1 for Help Size: “BIGOKE dm |Hg
S e
= Open the file proj ect. reg and, at its end, paste the
content of the file CDCDr i ver . reg.

Reproduct;on forbldden Wlthout Telit Communications S.p.A. written authorization - AII Rights Reserved
page 16 of 26



Telit

CCB864/ UC864 W ndows CE 5 Software User Quide
1vv0300856 rev. 2 —2011-02-24

%) RILTest - Platform Builder - [C:\.. \OAK\files\project. reg *]

Eile Edit View Project Platform Target Build Project Buid O3 Tools Window Help [ _)Q
I EHE | 2@ 2 mE | | T
| ATS1SAMZEOEK_BIN_Pelease | BB 2 0rm e e ) || CE Devios ¥ Fm
alx "DevConfig"”=hex: 10,00, 00,00, 05.00,00.00, 10,01,00,00, 00,4B,00.00, 00,00, 08, 0[7‘ =%
= 88 RILTest parameters [HKEY_LOCAL_MACHINENDrivers USEnLoadClients 7111l 4099\Default Default CdcSeriall~Uninc = &] Catalg
=28 C:AWINCES0D "BaudRate"=dword: 12200
= ATHISAMIZE0EK_BIN "EnableF lowHard" =dword: 0 & [ Core 05

"EnableFlowSoft"=dword: 0 {21 Device Drivers

- [0 Hardware Specific Files

=13 Project Speoifc Files [HKEY_LOCAL_MACHINENDrivers USE~LoadClients 7111 4099 Default\Default CdeSeriall~Uninc 18], Pl Mo soer
cesysgen.bat HdnlogFile=0 (-] |Third Party
Lbib
e [HKEY_LOCAT_MACHTENDrivers\ISENClientDriversiCicSeriall]
i "Prefix"="CON"
project. "DL1"="CDCORIVER DLL"

+ (] Cammon Files
[ HKEY LOCA _MACHTHENDrivers\USE~LoadClients~7111_ 4099 Default Default CdcSeriall]
L

“Order " =dword:0

"DeviceArrayIndex” =dword:2
"Irg"=dvord: 0
"Iolen"=dword: 10

[HKEY LOCAL HACHINENDrivershUSEnLoadClientshFl11 4039%DefaulthDefaultCdeSerial2hinine
T=p'="Unimoden . dl
“Devn:eType =dword:1
"FriendlyHame"="Telit Auxiliary on COM3
"DevConfig"=hex: 10,00, 00,00, 05,00,00,00, 10.01.00,00, 00,.4B.00.00, 00,00, 08, OC

[HKEY_LOCAL_ MACHINE~Drivers~USB~LoadClients~7111_4099~Defaul t~Defaul t~CdcSerial2~Unimnc
"BaudRate"=dvord: 1C200
"EnableFlowHard" =dword: 0
"EnableFlowSoft" =dword . 0

[HKEY_LOCAL_MACHINE-Drivers“USE~LosdClients\7111_4099\DefaultDefault CdcSerial2 Uninc
HamlogFile=0

[HKEY LOCAL MACHINE\Drlvers\USB\Cl1entDr1vers\Cd:53rlal2]

" Dl l t=t CDCDRIVER DLL"

= ~
@uane..up Faram.. .".: Class.. J gFile\f’iew. I 5

BUILD

£ [00:0000000093 FROGC ]| C/Cpprix= 5 ] a ~
_|BUILD: [00:0000000094:PROGC ] Asssmbler 0 a 0 <
EUILD: [00:0000000095 PROGC ] Static Libraries i i i
EUILD. [00 0000000096 PROGC ] Dll's 2 i i
EUILD, [00.0000000097 PROGC ] Exe's 0 o i
BUILD: [00.0000000098:FROGC ] Resx 0 i 0
BUILD: [00:0000000099:PROGC ] Csharp Targets 0 a 0
BUILD: [00:0000000100 PROGC ] Other i 7 i
EUILD: [00-0000000101:PROGC ]
EUILD; [00.0000000102 FROGC ] Total 7 7 0
EUILD, [00.0000000103 FROGC ]
BUILD: [00:0000000104 FROGC ] 7 Warnings, 0 Errors
Ewild for Vindows CE (Relsass) (Built on Apr 22 2004 10:38:01)
Fils names: Build log Build wrn Build err Build dat
RILTest — 0 srror(s). 7 warning(s)
v
4 Build J Debug Log Find in Files 1 Find in Files 2 < | >
Press F1 for Help Ln 176, Col 1 [ [ Sice: ~E150KE [Am %y
S e

= Recreate the OS image.

Now you should have the TELIT MODULE driver integra ted into your

OS image. Start your system with the just created O S image and,
after the boot, plug the device into your target: i f the
connection succeeds you should see the three virtua | serial

ports described in paragraph 2.1 ready to be used.

Reproductlon forbldden without Telit Communications S.p.A. ertten authorization - All Rights Reserved
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3. Using the CC864/UC864 TELIT MODULE
In this chapter it is explained how to programmatic ally use the
TELIT MODULE (via the serial port API) and how to s etup a PPP
connection.

3. 1. The serial API

Application can interact with the TELIT MODULE thro ugh the
virtual serial ports created by the driver (for exa mple COM?7).
Windows CE 5.0 has a complete API for dealing with serial ports;
following you can find all the most important calls with code
examples. Further information can be found in Micro soft

Developer Network.

3.1.1. CreateFile

This function creates, opens, or truncates a file, COM port,
device, service, or console. It returns a handle to access the
object.

Header:
winbase.h
Library:
coredll.lib
Syntax:

HANDLE CreateFile(
LPCTSTR 1pFiTleName,
DWORD dwDesiredAccess,
DWORD dwShareMode,
LPSECURITY_ATTRIBUTES TpSecurityAttributes,
DWORD dwCreationDisposition,
DWORD dwFlagsAndAttributes,
HANDLE hTemplateFile

i

S.p.A.;written authorization - All Rights Reserved
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Parameters:

IpFileName

[in] Pointer to a null-terminated string that specifies the name of the object, such asfile,
COM port, disk device, or console, to create or open.

dwDesiredAccess

[in] Type of accessto the object. An application can obtain read-only access, write-only
access, read/write access, or device-query access.

dwShareMode

[in] Share mode for the object. If this parameter is set to zero, the object cannot be
shared. Subsequent open operations on the object fail until the handleis closed.

This parameter can be set to one or more values.

IpSecurityAttributes

[in] Not used.

dwCreationDisposition

[in] Action to take on files that exist, and which action to take when files do not exist.
dwFlagsAndAttributes

[in] File attributes and flags for thefile.

hTemplateFile

[in] Ignored; as aresult, this function does not copy the extended attributes to the new
file.

Return Value:

An open handle to the specified file indicates succ ess. If the
specified file exists before the function call and

dwCreationDisposition is set to CREATE_ALWAYS or OP EN_ALWAYS, a
call to GetLastError returns ERROR ALREADY EXISTS, even though

Reproductlon forbldden without Telit Communications S.p.A. ertten authorization - All Rights Reserved
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the function has succeeded. If the file does not ex ist before
the call, GetLastError returns zero. INVALID_HANDLE _VALUE
indicates failure. To get extended error informatio n, call
GetLastError.

Example:

HANDLE hModem;

hModem = CreateFile( TEXT("COM7:"),
GENERIC_READ | GENERIC_WRITE,
0,
NULL,
OPEN_EXISTING,
0,
NULL) ;

if (hModem == INVALID_HANDLE_VALUE)

/] error opening port; abort

Further information on the parameters’ values can b e found at
http://msdn.microsoft.com/en-us/library/aa914735.as pX.

3.1. 2. WiteFile

This function writes data to a file. WriteFile star ts writing
data to the file at the position indicated by the f ile pointer.

Header:
winbase.h
Library:
coredll.lib

Syntax:

BOOL WriteFile(
HANDLE hFiTle,
LPCVOID 1pBuffer,
DWORD nNumberOfBytesToWrite,
LPDWORD 1pNumberOfBytesWritten,
LPOVERLAPPED 1pOverlapped

i

S.p.A.;written authorization - All Rights Reserved
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hFile
[in] Handle to the file to be written to (returned by CreateFile). The file handle must
have been created with GENERIC_WRITE access to thefile.

|pBuffer
[in] Pointer to the buffer containing the data to write to thefile.

nNumber OfBytesToWrite
[in] Number of bytesto write to thefile.

IpNumber OfBytesWritten
[out] Pointer to the number of bytes written by this function call. WriteFile setsthis
value to zero before taking action or checking errors.

IpOverlapped
[in] Unsupported; set to NULL.

Return Value:
Nonzero indicates success. Zero indicates failure.
Example:

#define BYTES_TO_BE_WRITTEN 4
char atTest[]="AT\r\n";
DWORD written;
HANDLE hModem;
hModem = CreateFile( TEXT("COM7:"),
GENERIC_READ | GENERIC_WRITE,
0,
NULL,
OPEN_EXISTING,
0,
NULL) ;
if (hModem == INVALID_HANDLE_VALUE)
/| error opening port; abort
if (!WriteFile(hModem, atTest, BYTES_TO_BE_WRITTEN, &written,
NULL))
/'l error writing bytes; abort

Further information on the parameters’ values can b e found at
http://msdn.microsoft.com/en-us/library/ms892380.as pX.

page 21 of 26
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ReadFi | e

This function reads data from a file, starting at t he position
indicated by the file pointer.

Header:
winbase.h
Library:
coredll.lib
Syntax:

BOOL ReadFile(
HANDLE hFiTle,
LPVOID TpBuffer,
DWORD nNumberOfBytesToRead,
LPDWORD 1pNumberOfBytesRead,
LPOVERLAPPED 1pOverlapped

)
Parameters:

hFile
[in] Handle to the file to be read. The file handle must have been created with
GENERIC_READ access to thefile. This parameter cannot be a socket handle.

|pBuffer
[out] Pointer to the buffer that receives the data read from thefile.

nNumber OfBytesToRead
[in] Number of bytesto be read from thefile.

IpNumber OfBytesRead
[out] Pointer to the number of bytes read. ReadFile sets this value to zero before doing
taking action or checking errors.

IpOverlapped
[in] Unsupported; set to NULL.

Return Value:

Nonzero indicates success. Zero indicates failure.

page 22 of 26
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Example:

#define BYTES_TO_BE_WRITTEN 4
#define BYTES_TO_BE_READ 9
char atTest[]="AT\r\n";
char atAnswer[10];
DWORD written;
DWORD read;
HANDLE hModem;
hModem = CreateFile( TEXT("COM7:"),
GENERIC_READ | GENERIC_WRITE,
0,
NULL,
OPEN_EXISTING,
0,
NULL) ;
if (hModem == INVALID_HANDLE_VALUE)
/| error opening port; abort
if (!WriteFile(hModem, atTest, BYTES_TO_BE_WRITTEN, &written,
NULL))
/] error writing bytes; abort
Sleep(500) ;
if (!ReadFile(hModem, atAnswer, BYTES_TO_BE_READ, &read, NULL))
/'l error reading bytes; abort

Further information on the parameters’ values can b e found at
http://msdn.microsoft.com/en-us/library/ms891445.as pX.
Cl oseHandl e

This function closes an open object handle.
Header:

winbase.h

Library:

coredll.lib

Syntax:

BOOL CloseHandle(
HANDLE hObject

);

i
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Parameters:

hObject
[in] Handle to an open object.

Return value:
Nonzero indicates success. Zero indicates failure.
Example:

HANDLE hModem;

hModem = CreateFile( TEXT("COM7:"),
GENERIC_READ | GENERIC_WRITE,
0,
NULL,
OPEN_EXISTING,
0,
NULL) ;

if (hModem == INVALID_HANDLE_VALUE)

/| error opening port; abort
CloseHandle (hModem) ;

Further information can be found at
http://msdn.microsoft.com/en-us/library/ms923946.as pX.

PPP Connecti on

There are several ways to setup a PPP connection fo r a Windows
CE system; in this guide it is described one of the possible
methods suitable for headless devices. For further instructions
on how to create a subproject refer to MSDN
( http://msdn.microsoft.com/en-us/library/aa913961.as pX).
= Open the Platform Builder and load your Os Image De sign
solution.

Rproduction forbidden without Telit Communications
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= In the solution explorer create a Windows CE Consol e
Application subproject with the source files provid ed by
Microsoft in the directory, starting from your Wind ows CE
root (typically WINCEG600),
\PUBLIC\COMMON\OAK\DRIVERS\NETSAMP\RASENTRY, compile it and
add to the OS image. This program adds an entry to the

default RAS phonebook from information stored in a
configuration file.

= Create the RAS phonebook configuration file (for ex ample
called telitUC864.ras). In the directory, starting from
your Windows CE root (typically WINCEG0O),

\PUBLIC\COMMON\OAK\DRIVERS\NETSAMP\RASENTRY, there is the
file rasentry.txt that explains the rules for creating this
kind of file. Following there is an example:

Name=Telit RAS

UseCountryAndAreaCodes=N

Phone=[Your provider phone number]
SpecificIlpAddr=N

SpecificNameServers=N

DeviceType=modem

DeviceName=Telit HSDPA Modem on COM7:
SwCompression=N

IpHeaderCompression=N

DialModifier=[Custom AT commands if needed]
SpecificNameServers=Y

DnsAddr=[Your provider primary DNS address]
A1tDnsAddr=[Your provider alternative DNS address]

= Create a Windows CE Console Application subproject with the
source files provided by Microsoft in the directory ,
starting from your Windows CE root (typically WINCEG00),
\PUBLIC\COMMON\OAK\DRIVERS\NETSAMP\RASDIAL compile it and
add to the OS image. This program setups the PPP co nnection
according to the selected RAS phonebook entry.

= Start your target and, after the boot, plug the UC8 64.
Upload the created RAS phonebook configuration file to the
target (for example using the File Viewer tool that you can
find in the menu Target - Renote Tools - File Viewer).

= Launch in the target the application RASENTRY with the path
of the RAS phonebook configuration file as the firs t
argument; you can run an application in your system by
choosing the menu voice Target - Run Prograns and selecting

the desired application.
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= Launch in the target the application RASDI AL with the name
of the created RAS phonebook entry (Telit RAS in th e above
example) as the first argument.

If all is successful the PPP connection should be s etup: you can
launch the i pconfi g application for checking the target ip
address.

LB o l
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